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L o w h e a t s t o ra g e , 
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Applications 

F u r n a c e a n d k i l n i n s u l a ti o n 

B o i l e r i n s u l a ti o n s , 

D u c t  a n d  h o t  p i p e  i n s u l a ti o n  

E xc e l e n t t h e r m a l s h o c k r e s i s t a n c e , 

F i re p ro t e c ti o n sy s t e m s 

I n s u l a ti o n o f r o l l e r o f t h e h e a ti n g f u r n a c e 

I n s u l a ti o n o f p e t r o c h e m i c a l h e a ti n g 

f u r n a c e s r e f o r m e r s a n d p i p e s     

E x p e n s i o n j o i n t s o f r e f r a c t o r y m a t e r i a l s    

F u r n a c e d o o r i n s u l a ti o n a n d s e a l i n g s 

Pure Ceramic Fiber 

TEKFIBER BLANKET 

Due to the high technology used, Tekfiber ceramic fiber blankets have 
excellent properties . 
Tekfiber blankets are made of high purity raw materials -alumina powder, 
pure silica sand, zircon sand. Hence their shrinkage is very low. 

Very  low  shot  content  give  them  superior  insulation  characteristics. 
Very good spun fiber and very good needling process result in high textile 
strength and long term durability. 

% 
TEKFIBER 

1260 

TEKFIBER 

1430 

A l2O3 4 2-45 3 5 

S i O2 5 2 4 9 

Z r O2 - 1 5 

F e2O3 < 1 < 1 

Na2O+K2O 0 , 3 0 , 3 

TEKFIBER 
1260 

TEKFIBER 
1430 

M e l ti n g Te m p e ra t u r e 1 7 6 0 C 1 8 0 0 C 

C l a s s i fi c a ti o n Te m p e r a t u r e 1 2 6 0 C 1 4 3 0 C 

T h e r m a l C o n d u c ti v i t y W / m K 

4 0 0 ° C 0 , 0 8 0 , 0 8 

6 0 0 ° C 0 , 1 0 0 , 1 0 

8 0 0 ° C 0 , 1 4 0 , 1 4 

1 0 0 0 ° C 0 , 2 0 0 , 2 0 

S p e s i fi c H e a t k j / k g K 

6 0 0 ° C 0 . 1 4 - 

8 0 0 ° C 0 . 1 9 0 . 1 9 

1 0 0 0 ° C 0 . 2 7 0 . 2 7 

1 2 0 0 ° C - 0 . 3 6 

L i n e e r S h r i n ka g e ( 2 4 h o u r s ) % 3 ( 1 2 0 0 C ) % 3 ( 1 3 0 0 C ) 

Tensile Strength (128kg/m3) kPa > 70 

Fiber diameter > 1,8 μm 

Thickness 70 kg/m3 96 kg/m3 128 kg/m3 160kg/m3 Dimension mm 

6 mm 21.600x610x6 

10 mm 18.300x610x10 

13 mm 14.640x610x13 

19 mm 9.760x610x19 

25 mm 7.320x610x25 

38 mm 4.800x610x38 

50 mm 3.660x610x50 
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